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READ THIS ENTIRE MANUAL PRIOR TO INSTALLATION

OWNER'S MANUAL
Installation Instructions

and Parts List

R

• Indianapolis, IN  •  Omaha, NE  •  Streetsboro, OH

Attention Dealers:
Please give these instructions
to the customer when the 
product is delivered.



R oll - N - P ull

OWNE R 'S  MA NUA L

T hree kinds  of special explanations  will appear in these
instructions . B e sure to read and follow them.

WA R NING :  P oss ible danger to the operator 
or bystander. T he operator or bystander could 
be injured if you ignore this  information.

C A UT ION:   R isk to the product. If you ignore this
                    information the P roduct or the V ehicle
                    could be damaged.

NOT E :   C ontains  additional information about a
              feature or s tep critical to the installation

               of this  product.

Air or E lectric Drill
7/16" Drill B it
5/8" Open E nd or B ox Wrench
5/8" S ocket
Air or E lectric Impact Wrench
T orque Wrench   
24" S quare 
 
            

TOOL S  R E QUIR E D F OR  INS TA L L AT ION

Installation Instructions
and P arts  Lis t

Aero P roducts  come with a one year warranty on all parts . It's  another example of our
on going commitment to customer satis faction and quality. 

A ero Warranty

C us tomer:  If you have any concerns  or questions  prior to the installation of this
product, please call our C ustomer S ervice at 1-800-535-9545
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1.  See Figure 1.  Align the forward edge of the driver's side mounting plate with the front of the top rail or cab 
shield and position its top edge 6-1/2" above the top rail.

NOTE:  The Roll-N-Pull is ajustable to fit 
mounting area from 80" to 102". If your
mounting area is less than 80", it may be 
necessary to cut the roll-up bar to length.

NOTE:  If the mounting plates do not sIt 
squarely against the top rail, shims will have to 
be used to square the plates. 
(Shim material not included)

2. Using the holes in the mounting plate as a guide, mark the location where you will bolt the plate to
the top rail or cab shield and remove the plate.

3. Drill two 13/32" holes through the top rail or cab shield where marked.

STEP 1 - Installing Mounting Plates

Bolt HHCS
(Qty. 4)  

Washer Flat
(Qty. 12) 

Nut Hex
(Qty. 4) 

Hardware Package  P/N 0311-961510

3-1/2"

1-1/2"

6-1/2"

1/2"-13

1/2"-13

1/2"-13Bolt HHCS  (Qty. 2)

1/2"

Washer Lock   (Qty. 6)

Bearing Block (2)

Hook "J" Tarp (2)

Collar Pull Bar (2)

1/2"

1.  Check your hardware package against the drawings shown to insure the
right size and quantity. All hardware should be Grade 8 and Zinc coated.

Roll - N - Pull

 Figure 1
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2. Remove the 1/4" bolt and nut from D.S. of the roll-up tube and remove the adjustment tube with the square 
plastic bearing, lock disc, and crank handle

3. See Figure 3.  If your mounting area is less than 80", it may be necessary to cut the roll bar down.
Remove D.S. end and cut to length. Drill 9/32" hole as shown in figure 3. Replace D.S. HW. 

Example:

Steps:

If the distance between the plates is 76", then four (4) inches must be cut off the tube and a new
hole drilled to re-bolt the assembly together.

a. Loosen the screws holding the tarp onto the roll-up tube and slide the tarp to one side or the other.
b. Removed the machined end from the roll-up tube on the end you slid the tarp away from.
c. Cut the tube to the desired length and drill a 9/32" hole through the tube as shown.
d. Center the tarp on the new tube length and tighten the screws.
e. Replace the tube end and continue the installation.

9/32" Hole

Machined End

Roll-up Tube

9/16"

Cut

1. See Figure 2. Unroll the tarp completely from the roll-up tube, making sure you leave the tarp attached to the
aluminum tube. Remove the 1/4" bolt and nut from the P.S.of the roll-up tube and remove the P.S. adjustment 
tube with the square plastic bearing and the 1-1/16" lock collar.

4. Bolt the mounting plate in place with  the 3/8" bolts, washers, and lock nuts.

5. Repeat instructions 1 through 4 for the passenger side making sure that the mounting plate is directly across
from the driver side mounting plate.

UHMW Bearing

Driver's Side Passenger's Side

UHMW BearingMounting Plate

Mounting Plate

Roll
Tube

Crank Handle

Locking Disc Locking Collar

Roll - N - Pull

STEP 2 - Installing Tarp Roll-Up Bar

6-1/2"

 Figure 2  Figure 3
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Parts you will need: Rear Catch D.S.  (1)       Rear Catch P.S.  (1)      Self Tapping Bolts  (4)

1. See Figure 4.  Find a level spot on the rear of the body. Using the holes in the rear catch, mark and drill
two (2) holes into the top rail and mount the rear pull bar catches with the open area to the rear using the
3/8"x 1-1/2" self-tapping bolts. 

Self Tapping Bolts

Catch

5. Insert the adjustment tube with the square bearing, locking disc, and crank handle through the square hole in 
the D.S. mounting plate. Make sure the square bearing is securely in the mounting plate. As on the P.S., if you
have a 84" wide dump body, line up the most outbound hole (closest to the square bearing) with the hole in the 
roll-up tube and re-secure with the 1/4" bolt and nut you removed in paragraph 2 above. If you have a 87" wide
dump body, line up the second most outbound hole with the hole in the roll-up tube, again, making sure the 
bearing is securely in the mounting plate and secure with bolt and nut. If you have a 94" wide dump body, line 
up the last hole in the adjustment tube with the hole in the roll-up tube and secure with bolt and nut.

NOTE:  If the assembly is to tight or to loose from side to side while installing, simply loosen the set screws 
in the lock collar on the P.S. and move the P.S. plastic bearing and lock collar in or out as required.

4. Holding the tube between the mounting plates, insert the adjustment tube with the square bearing and lock 
collar through the square hole in the P.S. mounting plate. Make sure the square bearing is securely in the 
mounting plate. If you have a 78" or 84" wide dump body, line up the most outbound hole (closest to the square 
bearing) in the adjustment tube with the hole in the roll-up tube and re-secure with the 1/4" bolt and nut you 
removed in paragraph 2 above. If you have a 87" wide dump body, line up the second most outbound hole in the 
adjustment tube with the hole in the roll-up tube, again, making sure the bearing is securely in the mounting plate 
and secure with bolt and nut. If you have a 94" wide dump body, line up the last hole in the adjustment tube 
with the hole in the roll-up tube and secure with bolt and nut.

6. Roll the tarp up onto the roll-up tube. Secure the split ring on the lanyard assembly to the 1/4" hole in the
mounting plate. Line up one of the 3/8" holes in the locking disc with the 3/8" hole in the mounting plate and
insert the lynch pin through both pieces and secure by snapping the ring of the pin over 
the tab in the mounting plate.

Roll - N - Pull

STEP 3 - Installing Rear Pull Bar Catches and Adjustment
of Rear Pull Bar Tube

Figure 4
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2. Measure the distance from outside to outside of the rear catch plates. It was made to go on the outside of a 96"
measurement. If the distance from outside to outside is less than 96", the tube must be cut down to length. 

a. Remove the spring pin holding the plastic bushing onto the pull tube on one side or the other.
b. See Figure 5.  Cut off the length needed and drill a 9/32" hole through the tube as shown.
c. Replace the tube into the tarp and replace the plastic bushing onto the tube using the spring pin.

1.  Remove the lynch pin which is locking the crank handle assembly to the front D.S. mounting plate.
2.  Push up on the crank handle until the plastic locking block on the top clears the tube. Rotate the handle until the
grip is 90° of the dump body. Release the handle so the locking block locks against the top of the tube.
3.  Manually pull the tarp to the rear of the dump body and insert the rear pull bar into rear catches.
4.  Go back to the front of the dump body and crank the handle assembly so that any excess tarp material
rolls up on the front roll bar until the tarp is taut. Reinstall the lynch pin and snap the ring over the tab.
5.  Push up on the crank handle until the plastic locking block on the top clears the tube. Rotate the handle 90°
to the rear until the hand grip is parallel with the dump body. Release the handle so the locking block locks against 
the top of the tube.

If the distance between the plates is 92", then four (4) inches must be cut off the tube and a new hole drilled to 
reattach the plastic bushing.

Covering your dump body:

Un-covering your dump body:

Steps:

Example:

Figure 5 Spring Pin

Plastic Bushing
5/16" Hole Through

3/8"

Operating the Roll-N-Pull      

1.  Remove the lynch pin which is locking the crank handle assembly to the front D.S. mounting plate.
2.  Push up on the crank handle until the plastic locking block on the top clears the tube. Rotate the handle until the
grip is 90° of the dump body. Release the handle so the locking block locks against the top of the tube.
3.  Go to the rear of the dump body and pull the pull bar tube from the rear catch and lay the tube on the top rail to 
the front of the catches.
4.  Using the crank handle at the front, roll up the tarp until the rear bar is up tight against the front mounting plates.
Re-install the lynch pin through the locking disc and the mounting plate.
5.  Push up on the crank handle until the hand grip is parallel with the dump body. Release the handle so the locking
block locks against the top of the tube.  
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P art Number Description

Item 5 and 7 Not S hown

Qty
0311-961089
0311-961091
0311-863395
0311-861311
0311-961510
0321-961115
0311-961511
0321-861111
0321-861112
V aries

Handle S ub Assembly
R oll-Up T ube Assembly
Mounting P late
P ull B ar R ear
Hardware P ack Mounting P lates
P ull R ope Assembly
Hardware P ack P ull B ar
Lock P late R ear D.S .
Lock P late R ear P .S .
T arp 

No.
1
2
3
4
5
6
7
8
9

10

1
1
2
1
1
1
1
1
1
1

2

1 10

9

4

5
7

6
8
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INDIANAPOLIS, IN. - 4243 Bradbury Ave., Indianapolis, IN  46241 - 800-535-9545 - FAX: 317-244-1311
OMAHA, NE. - I-80 & Highway 50 South, Omaha, NE  68137 - 800-535-9545 - FAX: 402-895-6129
STREETSBORO. OH. - 8540 State Route 14, Streetsboro, OH.  44241 - 888-237-2262 - FAX: 330-626-3277
Aero Kit - BURLINGTON. ON. - 5499 Harvester Road, Burlington, ON.  L7L 5V4 - 800-465-8277 - FAX: 905-335-8499

A ero Indus tries , Inc .
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